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Mulcher for the mixed utilization in remains of crop of maize, sorghum, sunflower, wheat, barley,
etc. as well as, in the preparation for the dried one of herbaceous cultures (ray grass).

It incorparates a rear hook reversible.

Rotor POLSER of 600 mm of diameter with different elements of cut: Y blades or hammers.

CHARACTERISTICS

Steel-plate chassis, thickness 5 mm.
Rotor POLSER of 600 mm. of diameter.
Gearbox SERRAT power up to 120 HP.

4 SPCX side belt transmission.

Stamped hammers or Y blades.
Hammers guaranteed against breakage.
GIROSTOP System.

Supports of bearing rotor in steel.
Oscillating bearings of double row of rollers.
Front protection curtain.

Obturations antiwire in rotor.

Double bearing on rear roller.

PTO 540 rpm.

Interchangeable breakers.

Model built under EC Normative.

Safety indicators visible to personnel.
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T-2300 2300 810 | 2513 | 997 | 1238 | 49" | 1062 | 42~ 540

T-2500 2500 905 | 2713 | 107" | 1238 | 49" | 1062 | 42" 540

T-2800 2800 956 | 3013 | 119" | 1238 | 49" | 1062 | 42" 540

T-3100 3100 1025 | 3313 | 130" | 1238 | 49" | 1062 | 42" 540

OPTIONS
- Freewheel on sleeve. - Front skid shoes.
- Front chains. -Y blades or hammers.
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